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Specifications

Dimension (WxHxD) 225 x 75 x 176 mm

Weight 0.7 kg

Display Backlit display, 35 x 68 mm (64 x 128 pixels)

Temperature range 0˚C - 55˚C

Power Power over Ethernet, IEEE 802.3 a-f, Class 0
Local power 19 – 27 VDC, Idle 4W, max. 8W

Connectors 2 x RJ45 (Ethernet) 10/100 Mbps

IP protocols IP v4 - TCP - UDP - HTTPS – TFTP - RTP - RTCP -DHCP - 
SNMP - DiffServ - TOS – STENTOFON CCoIP®

LAN protocols Power over Ethernet (IEEE 802.3 a-f), VLAN (IEEE 802.1pq), 
Network Access Control (IEEE 802.1x), STP (IEEE 802.1d), 
RSTP (IEEE 802.1d-2004)

Audio technology Wideband 200 Hz - 7 kHz (G.722)
Telephony 3.4kHz (G.711)
Active noise filtering
Acoustic echo cancellation
Open duplex
Adaptive jitter filter
Handset and volume override

Audio output 1.5 Watt, 85 dB audio pressure 1m from speaker

Management and operation DuHTTPS (Web configuration)
DHCP and static IP
Remote automatic software upgrade
Centralized monitoring
Status LED

Advanced features Dual port managed data switch supporting VLAN and network 
access control

1008001000

ip desktop master display and handset

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1008001000 IP Desktop Master, Display and Handset 0.7 kg
1008091100 Wall Mounting Bracket for IP Desktop Station

Note:  An IP Station Licence is required for each IP station connected to the 
system. The wall mounting bracket must be purchased separately.  The station 
cable is included.

measure drawings

BRACKET

Size (WXHXD): 110 x 92 x 46 mm
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Loudspeaker Output 1 W (63 Ohm)

Loudspeaker Impedance 63 Ohm

Frequency Range 300 - 5000 Hz 

Microphone Output Voltage
Microphone Preamp.

100/300 mV
1000 Ohm

Wall Socket Connector Type Modular jack

Indicator LED (red)

1007034210 A100K10022 v.2.0

DESK MASTER STATION

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1007034210  
  
Supplementary 
equipment: 
EpKAB 98510  
EpKAB 98515 

Desk Master Station  
 
 
 
Station cable, 3  meters / 10  feet, modular jack plug 
Station cable, 0.5  meter / 20 inches, modular jack plug 

0.685 kg/1 lb 
8 oz 
 
 
50 g / 2 oz 
50 g / 2 oz 

Product name

PRINT NO A100K 10022 July 2006

Ordering information
Order Number      Description Ship Weight metric/imperial
100 7034 210 TouchLine Wall/Desk Master Station 685 gr. / 1 lb. 8 oz

(with handset and single touch keys, grey)

Supplementary equipment:
EPKAB 98510 Station Cable, 3  meters / 10  feet, modular jack plug 50 gr. / 2 oz

EPKAB 98515 Station Cable, 0.5  meter / 20 inches, modular jack plug 50 gr. / 2 oz

EPKAB 98520 Station Cable, 3  meters / 10  feet, modular jack plug RJ45 50 gr / 2 oz
(1:1 cable)

TouchLine Wall/Desk Master Station

Wall Bracket DrawingStation Drawing

Pin configurationWiring

(1) Greater distances are possible by use of heavier wires.
See AlphaCom  installation manual

RJ 45
EPKAB 98510/515
a-wire: pin 3
b-wire: pin 6
c-wire: pin 7
d-wire: pin 8

Zenitel Norway ASA
www.zenitel.biz
css@zenitel.biz Certificate no. 800162

Zenitel Norway AS
www.zenitelcss.com
info@zenitelcss.com

Product name

PRINT NO A100K 10018 July 2006

Ordering information
Order Number Description Ship Weight metric/imperial

100 7001 210 TouchLine Desk Top Master Station (with handset and single touch keys, grey) 640 gr / 1 lb 7 oz

Supplementary equipment:

EPKAB 98510 Station Cable, 3  meters / 10  feet, modular jack plug 50 gr. / 2 oz

EPKAB 98515 Station Cable, 0.5  meter / 20 inches, modular jack plug 50 gr. / 2 oz

EPKAB 98520 Station Cable, 3  meters / 10  feet, modular jack plug RJ45 50 gr / 2 oz
(1:1 cable)

Dimensional Drawing

Wiring
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AlphaCom
or

TouchLine Compact
Exchange

Subscriber
Position

2 pairs 0.5 mmø / 24 AWG twisted telephone cable

Up to 1400 meters / 4590 feet (1)

Wall
Socket

(1) Greater distances are possible by using heavier wires

Station Cable
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Pin Configuration

RJ 45
EPKAB 98510/515
a-wire: pin 3
b-wire: pin 6
c-wire: pin 7
d-wire: pin 8

TouchLine Desk-top Master Station

Zenitel Norway AS
www.zenitelcss.com
info@zenitelcss.com

Wall mounting
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