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Specifications

Dimensions (HxWxD) 160 x 114 x 63 mm

Weight 0.8 kg

Protection Vandal resistant design, 2 mm stainless steel front, tamper 
proof fastening screws, buttons and loudspeaker grills

Protection class With mounting box 1008098300: IP-65

Mounting Flush mount in 3-gang back box, 3 1/2 inch deep

Temperature 0 to - 50OC environment

Power Power over Ethernet, IEEE 802.3 a-f, Class  0, Local power 
(19-27 VDC), Idle 4W, max. 8W

Connectors 2 x RJ45 (Ethernet) 10/100 Mbps
Pluggable screw terminals (audio and IO)

Remote control 3 digital inputs, 1 relay output and one logical output

IP protocols IP v4 - TCP - UDP - HTTPS – TFTP - RTP - RTCP -DHCP - 
SNMP - DiffServ - TOS – STENTOFON CCoIP®

LAN protocols Power over Ethernet (IEEE 802.3 a-f), VLAN (IEEE 802.1pq), 
Network Access Control (IEEE 802.1x), STP (IEEE 802.1d), 
RSTP (IEEE 802.1d-2004)

Audio technology Wideband 200 Hz - 7 kHz (G.722)
Telephony 3.4kHz (G.711)
Active noise filtering
Acoustic echo cancellation
Open duplex
Adaptive jitter filter
1.5 Watt audio output
8 ohm loudspeaker impedance
External audio out (0dB, 600 ohm)

Management and operation HTTPS (Web configuration)
DHCP and static IP
Remote automatic software upgrade
Centralized monitoring
Status LED

Advanced features Dual port managed data switch supporting VLAN and network 
access control

1008051000 A100K10322  v.2.1

ip vandal resistant substation for 3 gang backbox

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1008051000

1008098300

Vandal resistant IP Substation for 3-gang backbox AlphaCom E - IP station 
license
3 gang Flush mount back box				  

0.8 kg

0.8 kg

Connection example

Flush mount back box
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